
DRYWALL MATERIALS ESTIMATOR AND COVERAGE

TOTAL AREA
(Square Feet)

DRYWALL PANELS NEEDED JOINT COMPOUND 
(Pounds/Gallons)

JOINT TAPE 
(Feet)

NAILS 
(Count)

SCREWS 
(Count)4'X8' 4'X10' 4'X12' 

100 4 3 3 12-14 Lbs. / 1.0 Gal. 35 200 125

200 7 5 5 25-28 Lbs. / 1.8 Gal. 70 400 250

300 10 8 7 37-42 Lbs. / 2.7 Gal. 105 600 375

400 13 10 9 49-56 Lbs. / 3.6 Gal. 140 800 500

500 16 13 11 62-70 Lbs. / 4.5 Gal. 175 1000 625

600 19 15 13 73-84 Lbs. / 5.4 Gal. 210 1200 750

700 22 18 15 86-98 Lbs. / 6.3 Gal. 245 1400 875

800 25 20 17 98-112 Lbs. / 7.2 Gal. 280 1600 1000

900 29 23 19 110-126 Lbs. / 8.1 Gal. 315 1800 1125

1000 32 25 21 123-140 Lbs. / 9.0 Gal. 350 2000 1250

1100 35 28 23 135-154 Lbs. / 9.9 Gal. 385 2200 1375

1200 38 30 25 148-168 Lbs. / 10.8 Gal. 420 2400 1500

1300 41 33 28 160-182 Lbs. / 17.7 Gal. 455 2600 1625

1400 44 35 30 172-196 Lbs. / 12.6 Gal. 490 2800 1750

1500 47 38 32 184-210 Lbs. / 13.5 Gal. 525 3000 1875

We recommend the following tools to complete your project:
• Safety goggles • Utility knife and extra blades • Mud pan 
•	Tape	measure	 •	Caulk	gun	and	panel	adhesive	 •	Joint	finishing	knives	-	6”,	8”	and	12”	blades
• T-square or straight edge • Drywall hammer or drywall screw gun • Sponge




